Xiamen Rongta Technology Co., Ltd.

How to setting and testing the printer’s black mark

function.

Prerequisite: the computer has installed the printer driver already.

Operation Notice:
1. To set up the portin the Printer Properties, exe: COM1.
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Print to the following port(s). Docurnents will print to the first free
checked port,

Port Description Printer o
[ LPT3: Printer Port L
[ COM2:  Serial Port 1
[] COM3:  Serial Port 3
[[] COM4:  Serial Port

[ FILE: Print to File

[T] USBDO1  Virtual printer port for... -
’ Add Port... ] ’ Delete Port ] ’ Configure Port... ]

Enable bidirectional support

[] Enable printer pooling

2. Open black demo.exe and choose the printer which has been set up the port.
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BLACK MARK D
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PRINTER | [EREEilEs

“CITcK [Enable” to start the black mark demo, the
ENABLE DISABLE | Printe ould make a sound “beep” if success.

2.after |[Enable, turn off the power supply and

Go to next black page

Black Paper Length  |300 _mm SET

Max Black length |1 0 mm ET
Page start after IU
balck mark et

Cut after black mark |0 mm SET

Go to next cut position

reboot) then starts to set up the black mark
data.

3.Inputjthe length of black paper, the data should

be longer than real length. Ex: the black paper
length| |s 200mm then the set up data could be
400mm. After that, click “SET”, the printer would
make alsound “beep” if success.

3. Install and test instruction

2
BLACK MARK DEMO

PRINTER [N iiEs

ENABLE | DISABLE

Black Paper Length  [3007 mm SET

Max Black length |10 -ﬁ
Page start after IO |
balck mark o SET

Cut after black mark IO mm ET

Go to next black page |

Go to next cut position |

4 4 ut the width of black paper, the data should be wider

real width. Ex: the black paper width is 10mm then
et up date could be 20mm. After that, click “SET”, the
er would make a sound “beep” if success.

put the data of page start after black mark. After that,
kf “SET”, the printer would make a sound “beep” if

put the date of cut after black mark. After that, click
, the printer would make a sound “beep” if success.

After the setting of black mark data, please click “Go to next black page” and “Go to
next cut position” to check the black page and cut position.

4. Please close the black mark function if use the thermal paper that without it.
Otherwise, the printer would make error because it could not search for the black
mark. The printer would make a sound “beep” for eight times if the function of black

mark is wrong.
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